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40 CFR Ch. I (7–1–13 Edition) § 279.75 

§ 279.75 Notices. 
(a) Certification. Before a used oil gen-

erator, transporter, or processor/re-re-
finer directs the first shipment of off- 
specification used oil fuel to a burner, 
he must obtain a one-time written and 
signed notice from the burner certi-
fying that: 

(1) The burner has notified EPA stat-
ing the location and general descrip-
tion of used oil management activities; 
and 

(2) The burner will burn the off-speci-
fication used oil only in an industrial 
furnace or boiler identified in 
§ 279.61(a). 

(b) Certification retention. The certifi-
cation described in paragraph (a) of 
this section must be maintained for 
three years from the date the last ship-
ment of off-specification used oil is 
shipped to the burner. 

Subpart I—Standards for Use as a 
Dust Suppressant and Dis-
posal of Used Oil 

§ 279.80 Applicability. 
The requirements of this subpart 

apply to all used oils that cannot be re-
cycled and are therefore being dis-
posed. 

§ 279.81 Disposal. 
(a) Disposal of hazardous used oils. 

Used oils that are identified as a haz-
ardous waste and cannot be recycled in 
accordance with this part must be 
managed in accordance with the haz-
ardous waste management require-
ments of parts 260 through 266, 268, 270 
and 124 of this chapter. 

(b) Disposal of nonhazardous used oils. 
Used oils that are not hazardous wastes 
and cannot be recycled under this part 
must be disposed in accordance with 
the requirements of parts 257 and 258 of 
this chapter. 

§ 279.82 Use as a dust suppressant. 
(a) The use of used oil as a dust sup-

pressant is prohibited, except when 
such activity takes place in one of the 
states listed in paragraph (c) of this 
section. 

(b) A State may petition (e.g., as part 
of its authorization petition submitted 
to EPA under § 271.5 of this chapter or 

by a separate submission) EPA to allow 
the use of used oil (that is not mixed 
with hazardous waste and does not ex-
hibit a characteristic other than ignit-
ability) as a dust suppressant. The 
State must show that it has a program 
in place to prevent the use of used oil/ 
hazardous waste mixtures or used oil 
exhibiting a characteristic other than 
ignitability as a dust suppressant. In 
addition, such programs must mini-
mize the impacts of use as a dust sup-
pressant on the environment. 

(c) List of States. [Reserved] 

PART 280—TECHNICAL STANDARDS 
AND CORRECTIVE ACTION RE-
QUIREMENTS FOR OWNERS AND 
OPERATORS OF UNDERGROUND 
STORAGE TANKS (UST) 

Subpart A—Program Scope and Interim 
Prohibition 

Sec. 
280.10 Applicability. 
280.11 Interim prohibition for deferred UST 

systems. 
280.12 Definitions. 

Subpart B—UST Systems: Design, 
Construction, Installation and Notification 

280.20 Performance standards for new UST 
systems. 

280.21 Upgrading of existing UST systems. 
280.22 Notification requirements. 

Subpart C—General Operating 
Requirements 

280.30 Spill and overfill control. 
280.31 Operation and maintenance of corro-

sion protection. 
280.32 Compatibility. 
280.33 Repairs allowed. 
280.34 Reporting and recordkeeping. 

Subpart D—Release Detection 

280.40 General requirements for all UST sys-
tems. 

280.41 Requirements for petroleum UST sys-
tems. 

280.42 Requirements for hazardous sub-
stance UST systems. 

280.43 Methods of release detection for 
tanks. 

280.44 Methods of release detection for pip-
ing. 

280.45 Release detection recordkeeping. 
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